
 
 
R-9150 
 

2010 & UP, FIFTH GENERATION CAMARO INBOARD LAP BELT CLIP - 
INSTALLATION INSTRUCTIONS 

 
1. Remove seat: 

A. Lower Headrest 
B. Lower seat to down position. 
C. Slide seat all the way forward to expose rear bolts. 
D. Remove the rear seat bolts. Note: Bolts have thread locker -- use a good     

T-50 socket to remove. They will be difficult the whole way out. 
E. Tip the seat forward – Slide back and up to disengage front fingers. 
F. Unplug Seat  ( Pull side tab on connector to release plug) 

 
G. Remove seat from car. 
 

2. Install lap belt clip: 
      A.  Unbolt lap belt. 

B. Remove retainer and washer from bolt. 
 
 

.  
 
 
 
 
 



 
 
 
 
 
 
 
 
 
C.  Install Brey Krause lap belt clip. See picture. 
D.  Reinstall lap belt 

 
 

 
 
E. Reinstall Seat in car. Note: the lap belt will clip in easiest in the lowered 

seat position. 
 
 
 

Performance driving events are by nature potentially hazardous to your health. Brey~Krause Mfg. Co. Inc. shall not be 
liable for injury, consequential, or other types of damages resulting from the use or misuse of our products. Proper 
installation of these parts is critical and should only be done by a professional shop. 

 


