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Seat Belt Clip Extender Installation Instructions. 
 
 

 
 

The clip extender has 3 uniquely spaced holes in order to provide you with extension 
length variety.  

 
Only two holes should be used at a time.  
 
Step one 
• CHOOSE TWO HOLES THAT YOU THINK WILL WORK BEST FOR YOUR 

APPLICATION.  
• ARRANGE THE KIT IN THE FOLLOWING MANNER. (Figure1) 
• ALIGHN THE SEAT BELT CLIP EXTENDER WITH THE CENTER OF THE 

CLIP. USE THE CENTER OF THE TWO HOLES ON THE EXTENDER AND 
THE MIDDLE OF THE PUSH BUTTON ON THE CLIP AS ALIGHNMENT 
REFERANCE POINTS. (Picture 1.) 

• TIGHTEN BOLT AND NUT SO IT CREATES A FIXED JOINT.  

                     
 
                  Fig.1.                               Pic.1.  

 
 



• ARRANGE THE KIT IN THE FOLLOWING MANNER TO USE THE STOCK 
3POINT HARNESS.  

 
 
 
 
 
 
 
 
 
 
 
 

• ROTATE THE CLIP TOWARDS THE REAR OF THE CAR IN ORDER TO 
USE THE AFTERMARKET SEAT BELTS.  

 
 
 
 
 
 
 
 
 
 
 
 
 
• IF YOU DON’T HAVE ENOUGH ROOM TO SWING THE CLIP TOWARDS 

THE REAR OF THE CAR, REVERSE YOUR SETUP SO YOU CAN SWIN 
THE CLIP FORWARD. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Performance driving events are by nature potentially hazardous to your health. Brey-Krause Mfg. Co. Inc. shall not be 
liable for injury, consequential, or other types of damages resulting from the use or misuse of our products. Proper 
installation of these parts is critical and should only be done by a professional shop. 
 
 


